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TLC POWDER PAINT SHOP

Fire zinc (Immersion method according to EN ISO 1461) pro-
vide a continuous, impervious metallic barrier that prevents 
moisture from contacting steel. However, since zinc gradually 
corrodes due to its much slower degradation in the presence 
of water and atmospheric pollutants in open air applications, 
barrier life is proportional to coating thickness. The applica-
tion of paint over the zinc coating, known as a duplex system, 
can also extend barrier coating longevity.

fire zinc

Galvanizing process provides fabricated steel items with 
excellent protection against corrosion. The nature of the im-
mersion process provides good edge protection and complete 
coverage of the outer surface area as well as inner protection 
of hollow parts. In general, a zinc coating of at least 60-70 μm 
is applied.

galvanizing 
process

Spray coating anti-corrosion coating systems in accordance 
with DIN EN ISO 12944-5. Selection of paints and the thickness 
of the layer depends on the environment, where the structure 
will be installed. Preparing the surface for painting by blast 
cleaning to the required purity class.
Colours - RAL, NCS
Finishes - matt, semi-gloss, gloss

spray coating

Powder coating  is a process of coating metal with a plas-
tic finish applied in powder form and baked to a fluid state 
to bond it to the metal surface. The powder coating process 
involves three basic steps – surface preparation (Sa 2½ by ISO 
8501-1) or chemical pre-treatment, powder application and 
curing.
Colours - RAL, NCS
Finishes – matt, semi-gloss, gloss, metallic, structural paints

powder coating

Fireproof coating (intumescent paint) intumescent coat-
ings are widely used to protect steelwork in cellulosic fire 
conditions for fire resistance periods of 30 and 60 minutes, 
and are increasingly being used for periods of 90 minutes. 
In some instances, coatings can achieve 120 minutes fire 
resistance.

fireproof coating

The largest and most modern powder paint shop in the region, located in Gorlice, 
delivers perfect products in terms of aesthetics and strength. The modern, dual 
station paint shop with automatic pass and large size stoves with the operating 
dimensions of: 14 m length, 2.4 m height, 1.5 m width.

The powder paint shop uses the advanced surface cleaning technology of four-step 
chemical or mechanical treatment (sanding, grinding). We offer powder painting of 
steel and aluminium structures in all RAL and NCS colours. We use highest quality 
paints, which provide exceptional resistance to weather conditions, so the result 
is very durable. The chemical treatment we use ensures anti-corrosion protection 
and powder paint adhesion in steel, galvanised and aluminium elements.
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Branches

Inter TLC AB Inter TLC AB Inter TLC LTDTLC Sp. z o.o.
Vastravagen 68
857 40 Sundsvall
Sverige
+46 70 525 99 18
info@intertlc.se

Drottensgatan 2
222 23 Lund
Sverige
+46 46 888 84 96
info@intertlc.se

12 Danbury Close
B76 2BW Sutton Coldfield
United Kingdom
+44 7415 099 659
kgates@intertlc.co.uk
www.intertlc.co.uk

ul. Chopina 25N
38-300 Gorlice
 Poland
+48 18 534 47 99
info@tlc.com.pl
www.tlc.eu 

tlc.eu


